

Telecommunication Control System 


^30 


Application 
Sensor 




Presentation 
Server 
















Video Encoder 


,56 



FIG.2 



Instructor Software Interface 



-(do 



58, 



X 



Presentation Server 



>60 



6,4- g 

^ Bi-directional Client Adaptors j ^*^* 



£6 



48. 



-h 1 K~< 

_J IDA Manager U_ 



IDA] 



V 60 



IDA 2 IDA3 



X 7 * 



Client 
Typei 



Client 
Type 2 



Client 
Type 3 



FIG.3 



Broadcast Multiple Presenter 
Communication Signals 



-80 



Establish A Communication Connection 
1 



V s2 



Receive The Presenter Communication 
Signals At Heterogeneous Learning Medium 



Display Or Articulate The Presenter 
Communication Signals On Multiple 
Heterogeneous Learning Medium 



Generate And Transmit Multiple Remote 
Site Communication Signals 



Receive The Remote Site Communication 
Signals At A Host Site 



• 84 



■ 86 



-88 



■ 90 



. 92 



Display Or Articulate The Remote Site 
Communication Signals On A Presenter Interface 



FIG.4 



Display Communication Signals On 
An Presenter Software Interface 



• lOO 



Modify The Communication Signals 



Convert The Communication Signals Between 
A Host Language And Multiple Heterogeneous 
Learning Medium Languages 



Time Synchronize The Communication Signals 



. )04 



Direct The Communication Signals 



Display The Communication Signals On Multiple 
Learning Media At Multiple Remote Locations 



, I/O 

FIG.5 



